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Western Resources SS31.0 Overhead Service Mast Assembly Checklist 

Address:  Contractor:  Permit #  The following checklist is not allThe following checklist is not allThe following checklist is not allThe following checklist is not all----inclusive.  Other code related requirements may be included in this inspection.inclusive.  Other code related requirements may be included in this inspection.inclusive.  Other code related requirements may be included in this inspection.inclusive.  Other code related requirements may be included in this inspection.    
OK 

Yes No  n/a 

     

SS-31.0 Is the meter can mounted at 

the correct height? 

 

OK 

Yes No  n/a 

     

250.66 Is the Grounding electrode 

conductor the correct size for the 

service and has it been installed per 

SS-21.0? 

 

OK 

Yes No  n/a 

     

310.15 (B) (6) Are the conductors 

properly sized and do the 

conductors have the proper 

insulation (damp, wet & UV) for the 

service? 

 

 

OK 

Yes No  n/a 

     

SMC Sec. 8-153 Do the Service 

Entrance Conductors exceed 10ft. 

lug of meter to lug of first means of 

disconnect?  Per local amendment, 

when conductors are over 10ft a 

disconnect is required. 

 

OK 

Yes No  n/a 

     

110.26 (A) (1) SS-31.0 Does the 

meter and panel locations have the 

proper clearances?  Refer to note 1 

 

OK 

Yes No  n/a 

     

SS-31.0 Does height of the mast 

exceed 4ft? 

 

Is mast 2” Rigid Pipe?  IMC is an 

alloy; it is lighter weight and has a 

bright finish as compared to Rigid.  It 

is not allowed. 

 

Is pipe one piece?  Pipe may be two 

pieces providing the coupling is 

located below the roof line and an 

additional clamp has been installed. 
 

DRAFT 
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OK 

Yes No  n/a 

     

250.92 Has the Green Bonding 

Screw been installed at the first 

means of disconnect (or bonded by 

other approved means)? 

 

 

If a subpanel has been installed are 

the conductors properly sized? 

 

 

OK 

Yes No  n/a 

     

230.24 & SS31.0 Does the 

installation comply with the 

required clearances above the roof, 

overhang, etc. as specified?  NEC 

requires 8ft with 3ft of clearance in all 

directions, EXCEPT for:  

1) Roof that allow for or within 3 of 

pedestrian traffic require 10ft of 

clearance to walking surface.  

2) Where voltages between 

ungrounded conductors does not 

exceed 300V and the roof has a pitch 

of  4” in 12”, clearances may be 

reduced to 3ft. 

3) Where voltages between 

ungrounded conductors does not 

exceed 300V, clearances for overhangs 

may be reduced to 18” if not more than 

6ft of service-drop conductors pass 

over 4ft of overhang and is terminated 

in an approved manor. 

4) Vertical clearance requirements of 

3ft from the edge do not apply when 

properly terminated on the side of a 

building. 

OK 

Yes No  n/a 

     

250.118 If a subpanel is install, has 

the fourth conductor been properly 

sized or is an approved alternate, 

(conduit, flex, etc.)? 

OK 

Yes No  n/a 

     

 OK 

Yes No  n/a 

     

 

Notes: 

  

Date   Inspector   

 


